
Overhead Crane/Hoist Pre-Operational Checklist 

 

 
 
 Crane ID #: 

Capacity: 
Location:  

     

Mark the appropriate boxes: 
S - Satisfactory 
U - Unsatisfactory 
N - Not Applicable 

Week Starting Date: 

Reference Standard 
Please initial next to each day of the week after the inspection.  

1 
 

Initial 2 Initial 3 Initial 4 Initial 5 Initial 6 Initial 7 Initial 

Controls 
 Support Against Strain 
Identification/labels 
Warning Labels/decals 
General Condition 

               
B30.2-1               
B30.2-1               
B30.2-1               
B30.2-1               

Hook 
Safety Latch 
Deformation 
Wear 
Cracks, Nicks, Gouges 
Attachment Points 
Self-Locking Operation 

               
B30.10-1 & 1910.179 (j)               

B30.10-1               
B30.10-1               
B30.10-1               
B30.10-1               
B30.10-1               

Chain 
Operation 
Lubrication 
Defects/wear 

               
B30.16-2.5               
B30.16-2.5               
B30.16-2.5               

Wire Rope 
Distortion 
Corrosion 
Broken Wires/cuts 
Reeving 

               
B30.2-2               
B30.2-2               
B30.2-2               

B30.2-2 & 1910.179 (j)               
Structure 
Load Rating Marked 

Defects, Cracks, Welds 
Air System 
Hydraulic System 

               
B30.2-1               
B30.2-2               

B30.2-2 & 1910.179 (j)               
B30.2-2 & 1910.179 (j)               

Bridge 
Wear/defects 

               
B30.2-2 & 1910.179 (j)               

Trolley 
Wear/defects 

               
B30.2-2 & 1910.179 (j)               

Hoist 
Wear/defects 

               
B30.2-2.1.2 (c)(1) & 1910.179 

(j)(2)(vi)               
Electrical                

Emergency Disconnect B30.2-1 & 1910.179 (g)               
Identification/labels B30.2-2               
Warning Labels/decals B30.2-2               

Function                
Limit Switches 1910.179 (j)               
Hoist Mechanisms 1910.179 (j)               
Bridge Mechanisms 1910.179 (j)               
Trolley Mechanisms 1910.179 (j)               

Cab                
Fire Extinguisher B30.2-1               
Access B30.2-1               
Lighting B30.2-1               
Hand Signal Chart B30.2-2               

 
Supervisor/Manager Signature    
 
Please Note: An inspector/operator is responsible for bringing unsatisfactory items to the attention of his/her supervisor and/or maintenance department. 
 
The operator/inspector should always refer to the manufacturer to ensure that all required items are being inspected. 


